LUUM

Name
Monotex

Designer
Suzanne Tick

Style No.
4053

Use
Upholstery

Content

Face:

100% Polyurethane
Backing:

100% Polyester Knit

Abrasion
Wyzenbeek
95,000 double rubs

Special
Characteristics
Bleach Cleanable

Monotex

Bark Cloth 4053-07

Silver Lane 4053-01 Bark Cloth 4053-07 Grey Flannel 4053-03

Sharkskin 4053-02 Grey Marl 4053-04 Tarpaper 4053-05



https://store.luumtextiles.com/products/4053-07-g112
https://store.luumtextiles.com/products/4053-01-g106
https://store.luumtextiles.com/products/4053-02-g107
https://store.luumtextiles.com/products/4053-07-g112
https://store.luumtextiles.com/products/4053-04-g109
https://store.luumtextiles.com/products/4053-03-g108
https://store.luumtextiles.com/products/4053-05-g110

Annatto 4053-12 Tyrian 4053-11 Ferrous 4053-06

e

Burlap 4053-08 Sumac 4053-09 Redroot 4053-10

Oxalis 4053-15 Kingfisher 4053-14 Jean 4053-13



https://store.luumtextiles.com/products/4053-08-g113
https://store.luumtextiles.com/products/4053-12-g117
https://store.luumtextiles.com/products/4053-09-g114
https://store.luumtextiles.com/products/4053-11-g116
https://store.luumtextiles.com/products/4053-10-g115
https://store.luumtextiles.com/products/4053-06-g111
https://store.luumtextiles.com/products/4053-15-g120
https://store.luumtextiles.com/products/4053-14-g119
https://store.luumtextiles.com/products/4053-16-g121
https://store.luumtextiles.com/products/4053-13-g118

Monotex

Name

Style No.

Designer

Specification

Finish

Performance

Flame Retardancy

Maintenance

Origin

Monotex
by Luum

Monotex is a printed bleach cleanable polyurethane that takes its pattern directly from a textural
woven fabric. Monotex captures the visual softness of irregular hand spun yarn fabrics while
offering the desired performance attributes inherent to a coated fabric. Its’s versatile and broad
color palette is an ideal solution to meet the needs of a wide variety of market segments.

Monotex
4053

Suzanne Tick

Use: Upholstery

Content: Face: 100% Polyurethane
Back: 100% Polyester Knit

Weight: 18 oz per linear yard

Width: 54"

Pattern Repeat: None

Directional: Yes

Stain Repellent

Abrasion: ASTM D4157 Wyzenbeek 95,000 double rubs
Adhesion of Coating: ASTM D751 6.5 1bf/in

Print Retention: ASTM D3389 Grade 4.5

Hydrolysis Resistance: ISO 1419, 7 weeks

Breaking Strength: ASTM DS034 Warp 119 1bf, Fill 87 Ibf
Colorfastness to Light: AATCC 16, Grade 5 at 200 Hours
Colorfastness to Crocking: AATCC 8, Wet Class S, Dry Class 5

Cal TB 117-2013

WS, Clean with either a water-based or solvent-based cleaning agent.
Bleach Cleanable: 20% (4:1 Ratio), wipe with water after solution

Taiwan

Dye lots may vary slightly from samples shown. Samples shown off the bolt.
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